
 
Direct-Vent Heating System  
With Wood Fireplace Design 
Laser 60AT – 30,000 BTU/hr 

 
 
■ WOOD FIREPLACE DESIGN 

Attractive, rustic, antique-finish cabinet with ceramic 
simulated logs suited for rustic or residential setting. 
Perfect for cottage/cabin, living room, family room,  
or any room. 

■ CLEAN AND SAFE 
 A force-flue pipe design for venting results in maximum 

efficiency, odorless and clean heating. The unit also 
features a safety shut-off in the event of a problem. 

■ CONVENIENT, EASY TO USE 
This unit offers the most advanced technology 
with the economy of #1 fuel oil or kerosene heating.  

    If features a simplified digital control panel that  
displays room temperature, temperature setting,  
time, and error codes. 

■ COMFORTABLE 
The large circulation fan distributes clean heat  
quickly and evenly.  The unit automatically regulates  
between low, medium and high burn modes.  It turns  
itself off when the room temperature rises approx. 4 degrees above  
the desired set temperature.  

■ AUTOMATIC TEMPERATURE SET-BACK OPERATION 
Features a 24-hour programmable set-back and an integrated thermostat 
controller to maintain the desired room temperature. 

 
 
 
MODEL: Laser 60AT 
HEAT EFFICIENCY 90 % 
TYPE OF HEATER: Forced Flue Vented Heater (Antique Finish) 
FUEL: 1-K Kerosene or No.1 fuel oil (ASTM D396) 
HEATING POWER: High 30,000 BTU/hr, Med. 21,000 BTU/hr, Low 12,000 BTU/hr 
FUEL CONSUMPTION: High 0.230 gal/hr,   Med. 0.161 gal/hr,   Low 0.095 gal/hr 
TYPE OF TANK: External Fuel Tank (Required) 
EXTERIOR DIMENSIONS: 30”(W) x 24”(H) x 19”(D) 
WEIGHT: 77 lbs. 
ELECTRIC RATING:  120 V AC 60 Hz, Preheat  270 W, Burning  60 W 
VENT PIPE HOLE: 2-3/4” - 3” Diameter 
MAX. LENGTH OF VENT 
PIPE SYSTEM: Maximum 10ft., 3 bends or less 
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